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DOCUMENT TO BE CHANGED: BHI-OP-00003 2 1719795 (
Document Type/No. Rev. Date Rev. Order ID
No. (Assigned by DCC)
Change Type: [X1 [ ] Site Spec., Site [ ] Exception [ 1 Revision
General No.

Approval of this revision shall alter the document identified above for:

[ 1 Sites [X) the project as detailed below in Section 2.
/
Initiated by: AL Hueg_el /% / ,44 Revision Required by: 1/20/95
I
Name Date Date
Reason for change: Revise section to reflect electrical upgrades.

DESCRIPTION OF CHANGE:

Section Description

7.1 Replace section 7.14 with the attached text.
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7.14 Electrical Shutdown Checkiist

7.14.1

7.143

7.14.4

7.145

7.14.6

Verify that all pumps are turned off. De-energize the pumps by turning the disconnects to
"Oﬁ."

inside the instrument panel off.

De-energize power to the main control panel transformer by switching the disconnect to "Off."
De-energize power to the main panel and to Main-MCC by switching the disconnects to "Off."

Disconnects on generator and DP-2 may be left on 24 hours during cold weather. If not, turn

off disconnect DP-2 and the main breaker at the generator and turn the generator off.

Table 7.3 is provided to document these steps.
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Table 7.3. Electrical Shutdown Checklist.

Electrical Power Shutdown Checklist

Verified/Date

1)

If the system is not operating 24 hours per day, verify
that all pumps are turned off. De-energize the pumps by
turning the disconnects to "Off."

De-energize power to the 110 volt system for level
controls and PLC by turning the switch inside the
instrument pane! off.

3)

De-energize power to the main control panel
transformer by switching the disconnect to "Off."

4)

De-energize power to the main panel and to Main-MCC
by switching the disconnects to "Off."

3)

Disconnects on generator and DP-2 may be left on 24
hours during cold weather. If not, turn off disconnect
DP-2 and the main breaker at the generator and turn the
generator off.




	1.TIF
	2.TIF
	3.TIF
	4.TIF

